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Jetlegend F16 1/5 

Ruderausschläge - Übersicht  

1. Flugphase START 

Höhenruder: +/- 50mm  Position siehe Bild: 

 

Seitenruder: +/- 50mm  

Querruder: +/-30mm 

Expo: 20% auf alle Ruder 

Landeklappen: siehe Bild 18 mm nach unten 
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2. Flugphase LANDUNG 

Höhenruder: +/- 50mm  Position siehe Bild  

 
Querruder: +/- 30mm 
Landeklappen: wie START-Phase 

 

Expo: 20% auf alle Ruder 

3. Flugphase FLUG 

Höhenruder: +/- 45mm  Position siehe Bild 

 
Querruder: +/- 30mm  

Seitenruder: +/- 50mm 
Landeklappen: 0 

Expo: 20% auf alle Ruder 

  



FINAL-Modellbau  In den Stöcken 20 
 D-34305 Niedenstein 
info@final-modellbau.de Phone: 0049 5624 922486 
 
 

 

 

Schwerpunkt 
Bitte benutzen sie den eingezeichneten Schwerpunkt.  

Messung immer mit vollem Hoppertank und ausgefahrenem Fahrwerk! 

Hier finden sie die Werte für den CGMeter von XICOY:  

Distance from main to front: 785mm 

Distance from main to CG: 130mm 

 

Mehr Informationen zum CG Meter finden sie hier:  

https://www.final-modellbau.de/de/zubehoer/xicoy-zubehoer/cgmeter.html 

  

https://www.final-modellbau.de/de/zubehoer/xicoy-zubehoer/cgmeter.html


FINAL-Modellbau  In den Stöcken 20 
 D-34305 Niedenstein 
info@final-modellbau.de Phone: 0049 5624 922486 
 
 

 

rudder deflections - overview  

1. phase TAKE OFF 
Elevator: +/- 50 mm, position see photo 

 
Aileron: +/- 30mm  

Rudder: +/- 50mm 

Flap: see photo, down 18mm 

 

Expo: 20% on all rudders 

 

2. phase LANDING 
Elevator: +/- 50mm, position see photo 

 
Aileron: +/- 30mm  

Rudder: +/- 50mm 

Flap: see take off phase down 18mm 



FINAL-Modellbau  In den Stöcken 20 
 D-34305 Niedenstein 
info@final-modellbau.de Phone: 0049 5624 922486 
 
 

 

Expo: 20% on all rudders 

 

3. phase FLIGHT 
Elevator: +/- 45mm, position see photo 

 
Aileron: +/- 30mm   

Rudder: +/- 50mm 

Flap: 0 

Expo: 20% on all rudders 

Center of gravity:  

Please use the original CG as painted on the fuselage. Always balance out the plane with main fuel 

tanks empty and UAT full and landing gear down and in place.Here you can find the informations for 

the CG METER from XICOY for the F16:  

Distance from main to front: 785mm 

Distance from main to CG: 130mm 

 

If you need more information about the CG METER, please check here: 

https://www.final-modellbau.de/de/zubehoer/xicoy-zubehoer/cgmeter.html 

https://www.final-modellbau.de/de/zubehoer/xicoy-zubehoer/cgmeter.html

